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Finite Element Model Predictions of Intracranial Hemorrhage From Non-impact,
Rapid Head Rotations in the Piglet
Abstract
Clinicians are charged with the significant task of distinguishing between accidental and inflicted head
trauma. Oftentimes this distinction is straightforward, but many times probabilities of injuries from
accidental scenarios are unknown making the differential diagnosis difficult. For example, it is unknown
whether intracranial hemorrhage (IH) can occur at a location other than a focal contact site following a
low height fall. To create a foundation for predicting regional IH in infants, we sought to identify the
biomechanical response and injury threshold best able to predict IH in 3–5 day old piglets. First, finite
element (FE) model simulations of in situ animal studies were performed to ascertain the optimal
representation of the pia-arachnoid complex, cerebrospinal fluid and cortical vasculature (PCC) for
predicting brain strain and brain/skull displacement. Second, rapid head rotations resulting in various
degrees of IH were simulated (n = 24) to determine the biomechanical predictor and injury threshold most
closely correlated with IH. FE models representing the PCC with either spring connectors or solid
elements between the brain and skull resulted in peak brain strain and brain/skull displacement similar to
measured values in situ. However, when predicting IH, the spring connector representation of the PCC had
the best predictive capability for IH with a sensitivity of 80% and a specificity of 85% when ≥1% of all
spring connectors had at least a peak strain of 0.31 mm/mm. These findings and reported methodology
will be used in the development of a human infant FE model to simulate real-world falls and identify injury
thresholds for predicting IH in infants.
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Abstract
Clinicians are charged with the significant task of distinguishing between accidental and inflicted
head trauma. Oftentimes this distinction is straightforward, but many times probabilities of
injuries from accidental scenarios are unknown making the differential diagnosis difficult. For
example, it is unknown whether intracranial hemorrhage (IH) can occur at a location other than a
focal contact site following a low height fall. To create a foundation for predicting regional IH in
infants, we sought to identify the biomechanical response and injury threshold best able to predict
IH in 3–5 day old piglets. First, finite element (FE) model simulations of in situ animal studies
were performed to ascertain the optimal representation of the pia-arachnoid complex,
cerebrospinal fluid and cortical vasculature (PCC) for predicting brain strain and brain/skull
displacement. Second, rapid head rotations resulting in various degrees of IH were simulated
(n=24) to determine the biomechanical predictor and injury threshold most closely correlated with
IH. FE models representing the PCC with either spring connectors or solid elements between the
brain and skull resulted in peak brain strain and brain/skull displacement similar to measured
values in situ. However, when predicting IH, the spring connector representation of the PCC had
the best predictive capability for IH with a sensitivity of 80% and a specificity of 85% when ≥ 1%
of all spring connectors had at least a peak strain of 0.31 mm/mm. These findings and reported
methodology will be used in the development of a human infant FE model to simulate real-world
falls and identify injury thresholds for predicting IH in infants.
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1. INTRODUCTION
Traumatic brain injury (TBI) is one of the most common causes of death in childhood. The
predominant etiologies of TBI in young children are motor vehicle crashes, falls, and abuse
(Langlois et al. 2006). Clinicians are faced with the difficult challenge of identifying
inflicted trauma in children. In some cases, primarily those involving severe head injury
with no history of trauma or additional injury to extremities and limbs, this diagnosis is
straightforward. However, in cases of minor head injury such as a linear skull fracture with
an underlying and/or remote subdural hematoma, the differential diagnosis between inflicted
and accidental trauma is more difficult. These diagnoses could be made easier if more data
existed to identify regional probabilities of head injury from accidental scenarios.
One of the most common accidents in children is a low height fall. Head injury sustained
from a fall is typically the result of two mechanisms. The first is the focal contact to the head
that can result in scalp contusions, skull fracture, and intracranial hemorrhage underlying the
impact site. The second is the rotation and translation of the head. If the head rotational
acceleration is large enough, injuries such as axonal injury or intracranial hemorrhage (IH)
may occur in locations other than the impact site. To date, however, it is unknown what fall
scenarios result in accelerations that are large enough to produce these rotational, nonimpact injuries.
Predicting injuries from head impact or head rotation from a fall is challenging because the
impact force and angular acceleration are dependent on the fall height, the floor surface, the
direction of impact force to the skull (e.g., parietal impact vs occipital impact), and the age
of the child (Bertocci et al. 2004; Coats and Margulies 2008). Epidemiology studies have
tried to identify probabilities of injury from case studies of childhood falls, but small
samples sizes and large variability in fall heights, surfaces, and child ages have resulted in
broad conclusions that cannot be used to evaluate the probability of injury in a single fall
(Smith et al. 1975; Nimityongskul and Anderson 1987; Musemeche et al. 1991; Root 1992;
Reiber 1993; Tarantino et al. 1999; Macgregor 2000; Sawyer et al. 2000; Wang et al. 2001;
Hennrikus et al. 2003; Haney et al. 2010).
Finite element (FE) modeling is a tool that can incorporate fall variables associated with a
single fall and estimate regional deformations experienced by the brain and skull upon head
impact and during head rotation. However, to correctly simulate fall scenarios, the brain and
skull must be accurately represented in the FE model. This includes accurate material
properties to define the deformation when a load is applied and accurate interactions
between the brain and skull during focal contact and head rotation. The material properties
of cortex, white matter, skull and suture have been measured, but the properties of the piaarachnoid complex with cerebrospinal fluid and cortical vasculature (PCC) are not well
documented. Additionally, a unified approach to representing the complex structure in FE
models has not been established. (Ruan et al. 1994; Kuijpers et al. 1995; Couper and
Albermani 2008; Roth et al. 2008; Chafi et al. 2009; Yan and Pangestu 2011). The
representation of the PCC in FE models has been found to significantly affect predictions of
IH in adult animals undergoing non-impact head rotations (Takhounts et al. 2008). This
finding is reasonable considering the deformation of the brain and the relative motion of the
brain to the skull are recognized causes of subdural and subarachnoid hemorrhage
(Depreitere et al. 2006), and will be influenced by the properties associated with the PCC.
To gain better insight into how to represent the PCC in a human infant FE model, we
developed a FE model of a 3–5 day old piglet head and simulated several in situ and in vivo
animal experiments. The objectives were to 1) identify the best representation of the PCC in
an FEM for predicting IH from head rotation, and 2) identify the best biomechanical
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predictor and injury threshold for IH in piglets undergoing head rotation. To accomplish
these objectives, we developed a multifaceted approach (Fig. 1). First, a partial 3–5 day old
piglet FEM was created to compare predictions of brain strain and brain/skull displacement
during head rotation to measured values in a previously published study (Ibrahim et al.
2010). The representation of the PCC that resulted in the closest approximations to the real
brain strains and brain/skull displacements was then implemented into a full 3–5 day old
piglet FEM. This FEM was used to simulate 6 experiments in which an animal’s head was
rotated in the axial direction. An ROC analysis was performed to determine the best
biomechanical predictor of IH in the animal experiments. This predictor was then tested
against additional simulations of 18 animal experiments in which the animal’s head was
rotated in either the axial, sagittal or coronal directions. Data from this study will provide
insight into how to represent the PCC in a human infant FE model and what biomechanical
predictors best correlate to IH during head rotation from a low height fall. Injury thresholds
for predicting IH in the human infant FE model will be identified in another study by
comparing IH predictions to real-world cases of falls in children.

2. MATERIALS and METHODS
2.1 FE Model Development
Geometry for the 3–5 day old piglet brain and skull was created by digitizing consecutive
coronal computed tomography (CT) images of a 4 week old pig brain and brainstem (512 ×
512 pixel, 1mm thick, FOV=15 cm). A three-dimensional representation was configured
from the digitized points (MIMICS 9.0, Materialize, MI) and then scaled to the dimensions
of a 3–5 day old piglet brain. To identify scaling factors, measurements of the anteriorposterior, lateral, and superior-inferior lengths of the cerebrum were calculated from color
photographs of ten 3–5 day old and ten 4-week old fixed piglet brains. The average length of
each direction was used to determine the scale factor. Standard deviations of measurements
within each group were smaller than differences between the groups. The scaling factor in
each direction ranged from 0.88 to 0.91. Because there were only a slight difference in the
directional scale factors, 0.89 was used as the scale factor for all three dimensions.
The inner table of the skull was created by extending the cortical surface of the brain
outward 1mm and smoothing the surface to eliminate the gyral pattern (Fig. 2). Using
calipers, the height and width of a 3–5 day old piglet falx were measured in vivo and ex vivo,
and used to establish the geometry of the falx in the FE model.
To identify an appropriate representation of the pia-arachnoid complex with cerebrospinal
fluid and cortical vasculature (PCC), 5 contact conditions between the brain and skull were
implemented separately, and results were compared to experimentally obtained validation
data (See 2.2 FE Model Validation). For the first contact condition, the surface nodes of the
brain were tied to the skull so that the brain surface displaced with the skull. For the second
contact condition, the brain was allowed to move relative to the skull but a coefficient of
friction of 0.2 (Miller et al. 1999) dictated the contact interaction. For the third contact
condition, the brain was free to move relative to the skull and coefficient of friction was set
to 0 (pure slip). These 3 conditions represent the spectrum of resistance that the PCC may
provide to the relative sliding motion of the brain along the skull. In a fourth contact
condition, every surface node of the brain was connected to the skull using two-dimensional
spring connector elements. These connectors were created to mimic the distensible tethering
of the cortical vasculature in the PCC. The elastic modulus, cross-sectional area and length
of cortical veins from autopsy (Monson et al. 2005) were used to define the stiffness of these
connectors. Lastly, the fifth interaction represented the PCC with solid hexahedral elements
with cerebrospinal fluid (CSF) properties. The volumetric response of the elements was
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determined using Mie-Gruneisen equations of state with a linear relationship between
pressure and specific energy as described in Equation [1] (Meyers 1994).
[1]

In this equation, Γ0 is a material constant, Em is the internal energy per unit mass, ρ0 is the
density of the material, and pH is the Hugoinot pressure and is defined by Equation [2] when
assuming linear pressure-energy relationship. The volumetric compressive strain, χ, is
defined by the change in volume as indicated in Equation [3].
[2]

[3]

In situations of small strain, ρ0c2 is equivalent to the bulk modulus, K. For these
simulations, the particle velocity coefficient, s, and the material constant, Γ0, was assumed
to be zero. This resulted in a volume (V) – pressure (P) relationship driven by the bulk
modulus (K) of CSF as illustrated in Equation [4]. Because CSF is a viscous Newtonian
fluid (Bloomfield et al. 1998), the shear stress (τ) of the elements was linearly related to the
strain rate (γ̇) and viscosity (η) of the material as described in Equation [5]. As a layer
sandwiched between brain and skull, PCC solid elements were tied to the brain and to the
skull. During axial simulations, the compliant properties of the CSF caused excessive
distortion in the brain. Therefore, elastic spring elements with the properties of bridging
veins (Monson et al. 2005) were added to tie the falx to the brain in the FE model with CSF
representing the PCC. In all other boundary condition representations, the falx was tied to
the surface of the skull, and the interaction between the brain and the falx was defined to be
the same as the interaction between the brain and skull.
[4]

[5]

The brain and brainstem were characterized as non-linear homogenous, isotropic
hyperelastic and viscoelastic materials using a first-order Ogden strain energy equation to
define the stress-strain response. Derivation and validation of this equation has been
previously published by Prange and Margulies (2002). The falx was assumed to be an
isotropic, elastic material. The elastic modulus of adult human dura has been reported by
Galford and McElhaney (1970), but only stiffness has been reported for fetal dura (Bylski et
al. 1986). To obtain an elastic modulus for the pediatric dura used in the FEM, the adult
elastic modulus was converted to a stiffness (N/m) based on the average dimensions of the
specimens. This resulted in a value approximately 2 times greater than the stiffness reported
for fetal dura mater. Assuming that the ratio is the same for elastic moduli, the adult value
reported by Galford and McElhaney (31.7 MPa) was halved to estimate the pediatric dura
modulus. A rigid shell was used to represent the skull. All material properties and constants
are reported in Table 1.
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A convergence study on the brain mesh was performed to investigate the stability and
determine the optimum mesh density of the FE model while minimizing run time.
Convergence was verified for each region, each output variable, and each head rotation
direction simulated (sagittal, axial, coronal). To perform a convergence study with the FE
model representing the PCC with connectors, we adjusted the elastic strength of the
connector with each mesh density, to ensure the overall constraint of the brain was the same.
The FE model resulting from the findings of the convergence study was composed of 17,587
elements (13,018 brain and brainstem hexahedral elements, 1,891 falx tetrahedral elements,
and 2,678 skull rigid elements) plus 2,678 solid hexahedral elements for the fifth interaction
investigated. All meshing was performed in Patran (MSC Software, Santa Ana, CA) for
analysis in Abaqus Explicit (Simulia, Providence, RI).
2.2 FE Model Validation
To validate the material property assumptions and contact interactions of the FE model, we
compared brain strain and brain/skull displacement predicted by the model to measured
brain strain and brain/skull displacement data published for 3–5 day old piglets (Ibrahim et
al. 2010). In the animal study, intact heads of 3–5 day old piglets were transected in a
horizontal plane just superior to the orbits and lateral ventricles. The inferior portion of the
transected head was embedded inside a custom-made cylindrical canister using PMMA.
India ink dots were placed on the cut surface of the brain (n=35–45) and skull/PMMA (n=6).
A plexiglass plate was placed on top of the transection leaving approximately 1mm of space
between the brain and the plate. This gap was filled with a clear water-based lubricant to
ensure a frictionless boundary condition. Silicone caulk was applied to the border of the
plexiglass plate to seal it against the skull. Canisters were rotated 65° at 50 rad/s while a
high speed (2500 fps) digital camera recorded the motion. Completion of experiments
occurred within 5 hours post-mortem. An in-house analysis program in MATLAB
(MathWorks, Natick, MA) tracked the dots and calculated brain tissue strains and brainskull displacements. A total of three hemisection canisters were created, each from a
separate animal.
To replicate the setup of the hemisection studies in the FE simulations, a horizontal brain
transection was made in the three-dimensional FE model geometry and a rigid plate with a
pure slip boundary condition was placed 1mm above the cut surface with the exterior plate
nodes tied to the skull nodes. This resulted in a three-dimensional model that mimicked the
setup of the experimental studies. The velocity time history measured in each hemisection
experiment was used as the load input for the simulations. Each of the 5 contact conditions
used to represent the PCC were incorporated into a FEM and used to simulate the
hemisection experiments.
Every ink dot on the brain in the hemisection study was matched to a corresponding node in
the FE model. If an ink dot did not correspond to the exact location of a node, several
surrounding nodes were selected such that their coordinates would average to the
approximate location of the ink dot. The peak principal strain across all time points was
extracted for each selected node. If multiple nodes represented the location of an ink dot, the
principal strains for those nodes were averaged for each time point and the peak across all
time points extracted. Strain distribution plots were created for both the FE model and
experimental hemisection brain strains. A Kolmogorov-Smirnov goodness-of-fit test for
continuous distributions was used to determine if the population distributions of peak
principal strain were significantly different between the FE model and the experimental
hemisection studies. A p-value < 0.05 indicated that there was a significant difference in
distributions and that the FE model was not a good representation of the experimental data.
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If the distributions were not significantly different, the cut surfaces of the brain in the FE
model and in the hemisection canister were divided into four regions (anterior left, anterior
right, posterior left, posterior right). Strain distributions in each region were plotted and the
Kolmogorov-Smirnov tests were repeated to identify if the FE model was able to predict
regional principal strain.
For brain-skull displacement analysis in the experimental hemisection studies, 4 ink dots
around the skull were paired with the 3 closest ink dots on the brain surface (~2–3 mm
inward from the cortical surface of the brain). Coordinates of all 12 skull-brain dot pairs
were tracked using an in-house MATLAB program, and the largest magnitude displacement
across time for each skull-brain pair was extracted. Skull and brain dots were correlated with
FE model nodes and the largest magnitude displacement across time for each skull-brain
pair in the FE model was extracted. For each contact condition, brain/skull displacements in
the experimental hemisection studies and FE model (anterior, posterior, left, right) were
plotted against each other and a linear regression was used to assess the validity of the FE
model prediction of brain/skull displacement. A significant linear regression (p<0.05) with
the 95% confidence limits of the slope and y-intercept containing one and zero, respectively,
was considered a good prediction of brain/skull displacement.
2.3 Hemorrhage Prediction
After the FE model was validated for its predictions of brain-skull displacement and brain
strain, we simulated previously published animal experiments (Eucker 2009) to identify the
biomechanical response that best predicts intracranial hemorrhage, to establish an
appropriate injury threshold for that predictor, and to assess the sensitivity and specificity of
our predictions using that predictor and threshold. In these animal experiments anesthetized
3–5 day old piglets were subjected to a rapid, inertial (non-impact) head rotation in the
sagittal (n=3), coronal (n=6), or axial (n=14) planes. Angular accelerations ranged from 26–
85 krad/s2 and angular velocities ranged from 130–220 rad/s, producing a spectrum of
traumatic brain injury from mild (little or no neuropathology) to severe (diffuse axonal
injury with bilateral subdural and subarachnoid hemorrhage). Animals were euthanized and
perfusion fixed 6 hours after injury. For each animal, the top of the skull was carefully
removed and digital photographs were taken of the brain with overlying dura. The brain was
then removed from the cranium and ‘injury day’ digital photographs were taken of the
superior, inferior, left and right surfaces of the intact brain. Brains were placed in 10%
formalin for at least 5 days and then removed so that ‘post-formalin’ photographs could be
taken.
Using anatomical markers in the post-formalin photographs, the brain surface was evaluated
for five regions (anterior left, anterior right, posterior left, posterior right, and midline) and
the percent of brain surface covered by hemorrhage in each region was calculated by
counting the number of pixels containing blood and dividing by the total number of pixels in
that region. This resulted in 5 regional intracranial hemorrhage percentile (IHP) scores for
each brain. Care was taken to not count surfaces multiple times if they appeared in multiple
views (Fig. 3). A total IHP score for each animal was calculated by summing pixels
containing blood from all regions and dividing it by the sum of all pixels in every region. All
images used in this study result in similar IHP scores if injury day photos are used instead of
post-formalin photos.
For validation, intracranial hemorrhage was considered a binary variable. Several animal
brains contained only a small amount of hemorrhage (total IHP: 3–15%) and it was
uncertain if the FE model could detect such subtleties or whether these small amounts would
be relevant in a clinical setting using MR and CT imaging. Additionally, it is possible that
blood did not originate in a region, but rather traveled from a neighboring region. Evaluation
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of the photographs indicated that blood spanning two regions was typically much greater in
one region compared to the other and developing a criterion for defining blood as
originating in a region would enhance the accuracy of the predictions. Thus, any region with
an IHP score ≥ 25% was given the designation ‘positive for hemorrhage’ and anything less
than 25% was designated as ‘negative for hemorrhage.’ This cut-off percentage was later
evaluated to see if predictions were better or worse with higher and lower cutoff
percentages.
Six animal experiments were selected to identify the biomechanical response that best
predicted the presence or absence of hemorrhage, and to establish a threshold for the
selected predictor. These six experiments represented a wide range of angular velocities
(144 rad/s – 199 rad/s) and total IHP scores (1% – 40%). For each simulation, the volume of
the brain in the 3–5 day FE model was scaled uniformly according to the brain mass of the
animal simulated and five biomechanical responses were investigated: cortical principal
stress, cortical principal strain, cortical shear strain, brain/skull displacement, and connector
strain (spring connector FE model only). The typical mechanism believed to cause
intracranial hemorrhage is stretching of cortical and/or bridging vein vasculature during
relative motion between the brain and the skull. For this reason, brain/skull displacement
and connector strain were included as possible predictors. However, as cortical vessels enter
the parenchyma of the brain they often bend or form junctions with other vessels. These
changes in geometry may result in stress concentrations that lead to failure (Yamashima and
Friede 1984). Therefore, cortical principal stress, cortical principal strain, and cortical shear
strain were also included in the investigation. For each element in the FE model, peak values
across all time points for each parameter were extracted. These peak values were assigned to
one of 5 regions (anterior left, anterior right, posterior left, posterior right, midline) and
population distributions of the peak values for each parameter were created in each region.
The 1%, 10% and 50% values, defined as the largest strain or stress level experienced by at
least 1%, 10%, or 50% of the elements in each region, were extracted from each distribution
(Fig. 4), resulting in 15 possible predictors. For each predictor, an in-house program
developed in MATLAB incrementally swept through potential injury thresholds and
calculated the sensitivity and specificity resulting from each threshold based on the presence
or absence of IH in each region of the brain in each of the 6 animals. The sensitivity and
specificity were plotted to create a receiver operating characteristic (ROC) statistical curve.
An area of 0.5 under a ROC curve indicates that the predictor has no predictive capability
and an area of 1.0 under a ROC curve indicates that the predictor has a perfect predictive
capability. ROC curves for all predictors were examined, and the one resulting in the area
under the curve closest to 1.0 was designated as the best predictor of intracranial
hemorrhage. The threshold resulting in the highest specificity and sensitivity for the selected
predictor was designated as the injury threshold. After a biomechanical predictor and injury
threshold were identified, an additional 18 animal experiments were simulated and used to
validate the FE model’s ability to predict regional intracranial hemorrhage using this
optimized threshold and the best PCC representation.

3. RESULTS
3.1 Brain-Skull Interface
Regardless of the contact condition used to represent the PCC, peak principal strains in the
FE model were larger than those measured in the hemisection studies. To achieve similar
strains, the shear modulus of the brain tissue was increased to 2.25 times the value measured
in 3–5 day old piglets (Prange and Margulies 2002). This shear modulus (1,190 Pa) was
used for all simulations, except for the simulation representing the PCC as solid elements,
which had better correlation with brain strain when a shear modulus 1.5 times the reported
value (790 Pa) was used. It was unknown which increase in brain stiffness (2.25× or 1.5×)
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was closer to reality, so all representations of the PCC were evaluated equally with the
stiffnesses stated above. As expected, the tied boundary condition between the brain and
skull significantly (p<0.001) underestimated the overall brain strain in the hemisection
studies while the frictional boundary condition significantly (p=0.0248) overestimated the
strain (Fig. 5). The frictionless boundary condition (pure slip) resulted in unrealistic
deformation of the brain tissue due to the separation of the brain from the skull, so this
condition was removed from further evaluation. Both the spring connector and solid element
interactions resulted in overall brain strain distributions that were not significantly different
than those measured in Hemisection Study 1 (p=0.29 and p=0.49, respectively, Fig. 5).
Regional principal brain strain distribution was better for the spring connector interaction
than for the solid element interaction (Fig. 6). The spring connector interaction resulted in
no significant difference between strain distribution in the anterior left/right and posterior
left regions, but the FE model predicted overall lower peak strains (p=0.01) in the posterior
right. The solid element interaction resulted in no significant difference between strain
distributions for the anterior right and posterior left regions, however, significantly
underestimated strain in the anterior left region (p=0.032) and significantly overestimated
strain in the posterior right region (p=0.014). Taken together, based on overall and regional
brain strains, the spring connector representation of the PCC resulted in the best prediction
of brain tissue deformation in the hemisection studies.
The brain-skull displacement from all four FE model representations of the PCC was
linearly correlated with the displacement measured in Hemisection Study 1 (p<0.025, Table
2). The frictional boundary condition had a poor coefficient of determination (R2=0.43) and
tended to overestimate brain-skull displacement by predicting peak displacements almost 2.5
times higher than the measured values (slope=2.37). The slopes of the linear regressions
associated with tied, spring connector, and solid element interactions were closer to unity
(slope=0.843, 0.935 and 1.25, respectively), but the coefficient of determination for the solid
element interaction (R2=0.63) was better than those for the tied (R2=0.42) or spring
connector (R2=0.41) interactions. Based on these analyses, the solid element representation
of the PCC was best at predicting brain-skull displacement in the hemisection studies.
The spring connector and solid element representations of the PCC were better at predicting
brain strain and brain-skull displacement, respectively, so only these two FE models were
used to simulation Hemisection Studies 2 and 3. These additional simulations reinforced the
initial findings: the spring connector representation of the PCC remained slightly better at
predicting brain strain and the solid element representation of the PCC remained slightly
better at predicting brain-skull displacement. Because one representation of the PCC was not
clearly better than the other, both the solid CSF and spring connector representations of the
PCC were evaluated further to determine which representation of PCC had the highest
sensitivity and specificity as a predictor of intracranial hemorrhages.
3.2 Prediction of Intracranial Hemorrhage
IHP scores in animals undergoing a rapid axial head rotation had increasing percentages of
intracranial hemorrhage with increased angular head velocity (Fig. 7, Table 3), but coronal
head rotations resulted in very little intracranial hemorrhage (<5%) even at the highest
angular velocity (214 rad/s). While the highest total IHP score for sagittal head rotations was
only 35%, there was a more uniform distribution of blood across all regions compared to
axial and coronal head rotations. These trends in IHP score are similar to trends found from
the pathology reports published previously (Eucker et al. 2011).
To identify the best biomechanical response (cortical principal stress, cortical principal
strain, cortical shear strain, brain-skull displacement and connector strain) and injury
threshold for predicting intracranial hemorrhage, 6 of 24 animal studies (starred in Table 3)
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were simulated using both of the FE models with the spring connector and solid element
representations of the PCC. ROC curves were created for each biomechanical response. For
the spring connector FE model, connector strain experienced by 50% of the connector
elements resulted in the largest area under the curve (0.832, Table 4) but further evaluation
of the ROC curve revealed that using strain experienced by 50% of the connector elements
resulted in either a good sensitivity or a good specificity, but not both (Fig. 8). Using strain
experienced by 1% of the connector elements, however, had a large area under the ROC
curve (0.813) and resulted in a high sensitivity (86%) and specificity (78%) with a threshold
of 0.31 mm/mm. Thus the strain experienced by 1% of the connector elements and a
threshold of 0.31 mm/mm were the selected biomechanical predictor and injury threshold,
respectively, used for validation against the remaining 18 animals.
For the FE model using solid elements to represent the PCC, the best predictor of
hemorrhage was the cortical principal stress experienced by 10% of the elements on the
surface of the brain (area under ROC curve = 0.783). A stress threshold of 45.4 kPa resulted
in a specificity and sensitivity of 83% and 71%, respectively. This predictor and threshold
were also selected to be validated against the 18 animals not used to identify the best
predictor of IH.
Following simulation the additional 18 animal studies, the 1% peak connector strain and
10% peak principal cortical stress were extracted from the spring connector and solid
element FE models, respectively. The selected thresholds (0.31 mm/mm and 45.4 kPa
respectively) were used to predict the presence or absence of hemorrhage in each region of
the brain. As anticipated from the ROC curves, predictions of hemorrhage from the
elongation of spring connectors was better than that from brain surface principal stress in the
solid element FE model (Table 5). Representing the PCC with spring connectors resulted in
an overall sensitivity of 80% and specificity of 85% for predicting regional IH, and
representing the PCC with solid elements resulted in a sensitivity of 70% and a specificity of
77%. Comparing the two representations of the PCC regionally, it is clear that the spring
connector representation is better at predicting hemorrhage in the posterior left and midline
regions compared to the solid element representation. For the remaining regions, the
predictions were comparable between the two representations of the PCC. Overall, more
accurate predictions of hemorrhage in the spring connector FE model occurred in the
posterior left and midline regions and the least accurate prediction of hemorrhage occurred
in the posterior right region of the FE model. This is partly due to the small number of brains
with positive IH scores in the posterior right region.

4. DISCUSSION
Of the four brain-skull interactions investigated, using spring connectors or solid elements to
represent the pia-arachnoid complex, cerebrospinal fluid and cortical vasculature resulted in
the best correlation between calculated and measured brain strain and brain-skull
displacement in simulations of in situ animal experiments. Interestingly, however, to achieve
this similarity, brain stiffness had to be increased 2.25 or 1.5 times the reported in vitro shear
modulus for 3–5 day old pigs. One reason this adjustment may have been necessary is
because of the difference between material properties measured in vitro and those measured
in situ. In a comparison of in situ and in vitro brain material properties of 4 week old pig,
Gefen and Marguiles (2004) reported that both the short and long term shear moduli
calculated from indentation experiments were 1.4 times stiffer when measured in situ
compared to in vitro. They concluded that the encasement of the brain significantly affected
the mechanical response of the tissue. Another possible factor contributing to the increased
stiffness could include higher strain rates experienced in the FE models compared to
material property tests. Nicolle et al (2005) report a 1.6 times increase in porcine corona
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radiata stiffness when testing frequencies are increased 10-fold. Similar increases in
modulus with increased strain rate have been reported for adult bovine brain (Bilston et al.
1997), adult porcine gray matter (Arbogast and Margulies 1997; Brands et al. 1999) and
adult human brain (Shuck and Advani 1972), emphasizing the importance of verifying
material property selection for FE models.
Using spring connectors to represent the PCC resulted in a better match to brain strain
measurements in two of the three hemisection studies compared to solid elements. However,
using solid elements resulted in better predictions of brain-skull displacement in two of the
three hemisection studies compared to spring connectors. Correlations of each model with
only two out of three of the canister studies may be due to the structural integrity of the PCC
in the third hemisection canister. In Ibrahim (2010), the hemisection canisters were either
rotated multiple times at low velocities, or rotated a a single low velocity, a high velocity,
and then another single low velocity. Measurements of brain strain were not significantly
different in the repeated low velocities studies. However, measurements of brain strain were
significantly different between the rotation of the canister at a low velocity following the
high velocity rotation compared to the low velocity rotation prior to the high velocity
rotation. This indicates that 1) there was some structural integrity of the PCC initially and 2)
the high velocity rotations damaged that structural integrity. It is unknown if the structural
integrity of the PCC in each hemisection canister was exactly the same as in vivo.
It is interesting that using spring connectors to represent the PCC resulted in a slightly better
predictions of brain strain and using solid elements to represent the PCC resulted in slightly
better predictions of brain-skull displacement. One important distinction between the two
representations of the PCC is that one assume the CSF guides the response of the PCC to
loading and the other assumes the cortical vasculature guides the response of the PCC to
loading. In reality it is likely a mix of the two responses and further improvement to the
PCC may be made by incorporating both the CSF and the cortical vasculature into a single
representation of the PCC.
After comparing FE model predictions to experimental data from piglets undergoing a nonimpact rapid head rotation, it was determined that the best predictor of intracranial
hemorrhage was the strain (percent change in length) experienced by 1% of the spring
connector elements (Fig. 4). This finding is not surprising given that intracranial hemorrhage
from non-impact head rotation is thought to occur by the stretching and ultimate failure of
vessels as the brain moves relative to the skull. Absolute brain-skull displacement was not as
good of a predictor as connector strain because the connectors were various lengths (0.012–
6.9 mm), as is true of cortical vessels in animals and humans, and a small displacement may
minimally affect a long vessel, but cause considerable damage to a small vessel.
The threshold of connector strain that best predicted intracranial hemorrhage in 3–5 day old
pigs was 0.31 mm/mm (31% percent change in length). There is no failure strain data
reported for newborn porcine cortical veins, but a value can be estimated by using failure
properties of adult human and porcine vasculature reported in the literature. The failure
strain of adult human aorta and porcine aorta are 0.6 mm/mm (Yamada 1970) and 0.8 mm/
mm (Stemper et al. 2007), respectively, resulting in a human to pig species ratio of 0.75.
Applying this ratio to the average failure strain derived from human adult bridging veinsuperior sagittal sinus complexes (0.248 mm/mm) results in a estimated adult porcine
ultimate strain of 0.33 mm/mm (Delye et al. 2006), similar to our newborn porcine threshold
of 0.31 mm/mm. The stiffness of the connectors in this study was estimated from cortical
vein properties and not bridging vein properties. Cortical vein failure is reported to be 1.15
times higher than bridging vein failure (Monson et al. 2005), resulting in an estimate of 0.38
mm/mm, still in the neighborhood of our threshold. One assumption in this estimation is that
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newborn vasculature is not significantly different than adult. While no significant effect of
age has been reported for human bridging vein material properties among subjects 3–60
years old (Meaney 1991), it is unknown if this holds true for infants. More data is necessary
to understand the alteration of cerebral vasculature material properties throughout the rapid
developmental period of the infant (birth-3 years old). Nonetheless, the general agreement
between our threshold and the estimated failure strain of adult porcine cortical veins
supports our strategy to statistically compare FE model parameters to experimental data to
obtain injury threshold information. A similar approach will be used to identify injury
thresholds of IH in infants by simulating real world cases instead of experimental data.
The specificity and sensitivity of FE model predictions of intracranial hemorrhage were
higher in the posterior left, anterior right, and midline regions of the brain. This may be
attributed to the methodology used to create the IHP score. The FE model predicts
intracranial hemorrhage immediately following a rapid head rotation, but IHP scoring was
established from photographs taken 6 hours post-injury and may reflect the amount of blood
created after the vessels have continued to bleed or track to other regions of the brain.
There were several assumptions made in the study that may affect the predictions of
intracranial hemorrhage. First, the gyri in the FE model were eliminated, creating an
idealized brain and skull surface. Cloots et al (2008) investigated the effect of
heterogeneities on the cortical surface and reported an increase of 1.3–1.9 in maximum
cortical stress for a variety of cortical heterogeneties compared to an idealized smooth
cortical surface. It is unclear how the presence of gyri and sulci would alter the connector
strain predictions of IH, but it is anticipated that the presence of gyri and sulci would reduce
the displacement and decrease the threshold determined in this study.
A cutoff percentage of 25% was used to define the presence or absence of intracranial
hemorrhage. Given the small size of the 3–5 day old piglet brain, a 25% hemorrhage in a
single region is about 1 cm in diameter. A cutoff percentage was used because the goal of
the study was to create a model for detecting discernable blood on MR imaging. It ws felt
that any amount smaller than this may not be identifiable in imaging. Additionally, it was
desired to only predict blood in the regions where the blood originated. From the digital
photgraphs of the animal studies, it was noticed that small amounts of blood leaked from
one region to another. The application of a cutoff would eliminate this small amount of
blood from the analysis and focus only on regions were blood originated. When identifying
the best predictor and threshold using the initial set of 6 animals, this cutoff was varied and
the sensitivity and specificity of predictions were evaluated. Decreasing the cutoff to 10%
resulted in poor predictions of IH and increasing the cutoff to 30% resulted in similar
predictions of IH. These ad hoc analyses indicate that the FE model would be unable to
predict amounts of IH blood less than 1 cm in diameter.
In summary, predictions of intracranial hemorrhage in the 3–5 day old piglet were best made
with a FE model containing spring connectors between the brain and skull to represent the
pia-arachnoid complex with cerebrospinal fluid and cortical vasculature. The peak strain
experienced by 1% of the connector elements resulted in the best predicitive attributes. The
connector strain threshold that best predicted intracranial hemorrhage in the piglet was 0.31
mm/mm, which is reasonable based on reported ultimate strain in porcine and human
bridging veins.
Clinicians are charged with the arduous task of distinguishing between accidental and
inflicted trauma. Oftentimes the case is straightforward and the differential diagnosis is easy,
but there exist numerous cases where the injuries are minor and there is not enough data to
support or refute the plausability of the history provided. These cases will continue to be
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difficult to interpret until empirical evidence is gathered to aid in the diagnosis. Currently,
development of a human infant FE model for predicting IH from low height falls is hindered
by a lack of data on how best to represent the pia-arachnoid complex, cerebrospinal fluid
and cortical vasculature. From the present study, we found spring connectors were the best
representation of the PCC boundary and plan to incorporate this finding into a human infant
FEM for simulating real-world cases of infant falls. We found the best predictor of IH was
peak strain experienced by 1% of the spring connector elements. This biomechanical
predictor will be calculated in the human infant FE model, compared to the presence of
absence of regional IH as determined from MRI/CT images, and used to identify an
appropriate injury threshold for predicting IH in infants. By using this multi-faceted
approach, we can overcome the challenges in identifying pediatric specific injury thresholds
and disseminate valuable data to clinicians and pediatric injury prevention researchers that
will assist in the identification and prevention of traumatic brain injury in infants.
Highlights
•

How the pia-arachnoid complex, cerebrospinal fluid and cerebral vasculature
(PCC) are represented in FE models will significantly affect predictions of IH.

•

Representing cortical vessel elasticity between the skull and brain resulted in the
most accurate predictions of IH in piglets.

•

Spring connector strain ≥ 0.31 mm/mm was the most accurate injury threshold
for predicting IH in immature pigs.

•

Future human infant IH thresholds can be established by using human infant FE
models to simulate real-world cases of trauma.

Abbreviations
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Cerebrospinal fluid

FE

Finite element

IH

Intracranial hemorrhage

IHP

Intracranial hemorrhage percentile

PCC

Pia-arachnoid complex with cerebrospinal fluid and cortical vasculature
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Polymethylmethacrylic
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Receiver operating characteristic

TBI

Traumatic brain injury
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Fig. 1.

Multi-step approach used to identify the best representation of PCC and the best predictor of
IH from head rotation.
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Fig. 2.

Finite element model of the 3–5 day old piglet brain and skull. Components include brain
(green), brainstem, falx (blue), and skull (red).
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Fig. 3.

Using digital photographs, regional intracranial hemorrhage was quantified in each animal
following a rapid head rotation. Using anatomical markers to divide the brain into 5 regions
(anterior left, anterior right, posterior left, posterior right, and midline), the percent of brain
surface covered by hemorrhage in each region was calculated by counting the number of
pixels containing blood and dividing by the total number of pixels in that region. Hatched
regions in the images indicate parts of the brain surface not quantified in that image view.
This prevented double counting pixels present in multiple views.
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Fig. 4.

Example of a population distribution graph created from the FE model simulation data. Peak
values for each biomechanical response (connector strain in this example) were extracted for
each connector or element across all time points. The values that at least 1%, 10% and 50%
of the connector or elements experienced were extracted to determine if they would be good
predictors of IH in the piglets.
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Fig. 5.

Comparison of brain strain distribution in Hemisection Study 1 (solid line) to FE model
strain distributions using different models of PCC interactions. The solid element (lightdotted line) and spring connector (dark dashed line) models resulted in the best correlation
to the experimental data.
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Fig. 6.

Comparison of regional strain distribution in Hemisection Model 1 (solid line) to the solid
element and spring connector models. Better model correlation was found in the anterior
right and posterior left regions of the brain.
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Fig. 7.

Intracranial hemorrhage percentile (IHP) score increased significantly with velocity for axial
head rotations. Coronal head rotations resulted in overall low IHP scores even at high
velocities (214 rad/s) and sagittal head rotations resulted in high IHP scores even at the
lower velocities (160 rad/s).
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Fig. 8.

ROC curves for the three best biomechanical predictors from both the spring connector and
solid element model. Strain experienced by 1% of connector elements in the spring
connector model had the overall largest area under the ROC curve and resulted in the best
prediction of intracranial hemorrhage using a threshold of 0.31 mm/mm. Cortical principal
stress experienced by 10% of the brain elements was the best biomechanical predictor for
the solid element model using a threshold of 45.5 kPa.
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Table 1

Material Properties used in the finite element model of a 3–5 day old piglet head.
Material Property

Source

Brain/brainstem

µ=526.9 Pa
α=0.01
C1=0.332
C2=0.389
τ1=2.96 sec
τ2=0.181 sec
ν=0.49999

Prange & Margulies (2002)

Falx

ρ=1.13 g/cm3
E=16 MPa
ν=0.45

estimated from data reported by
Galford & McElhaney (1970) and
Bylski et al (1986)

Connectors

3460 N/m

estimated from data reported by
Monson et al. (2005)

CSF

ρ=1.0 g/cm3
K=2.2 GPa
η=0.727 mPa•s

Bloomfield et al. (1998)
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Table 2

Summary of linear regression statistics comparing FE model predicted brain-skull displacement to measured
brain-skull displacement in Hemisection Study 1.
Slope

Y-Intercept

R2

[95% confidence
intervals]

[95% confidence
intervals]

pvalue

Tied

0.42

0.843 [0.151, 1.54]

−0.254 [−1.47, 0.961]

0.022

Friction

0.43

2.37 [0.43, 4.31]

0.1738 [−3.23, 3.57]

0.021

Connectors

0.41

0.935 [0.146, 1.72]

0.065 [−1.45, 1.32]

0.024

Solid Element

0.63

1.25 [0.596, 1.94]

−0.286 [−1.49, 0.914]

0.002

Int J Dev Neurosci. Author manuscript; available in PMC 2013 May 1.

Axial

Coronal

Coronal

Coronal

Coronal

Coronal

Coronal

Sagittal

Sagittal

Sagittal

16

17

18

19

20

21

22

23

24

Axial

10*

Axial

Axial

9

15

Axial

8*

14

Axial

7*

Axial

Axial

6*

13*

Axial

5

Axial

Axial

4

Axial

Axial

3

12*

Axial

2

11

Axial

1

Plane of
Rotation

Int J Dev Neurosci. Author manuscript; available in PMC 2013 May 1.
161.3

156.7

160.4

207.8

169.5

196.0

214.6

217.7

193.4

165.1

130.8

144.0

194.7
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168.6

197.9

161.5

181.3

199.2

183.9

179.0

210.9

202.9

200.6

Angular
Velocity
(rad/s)

32.8

33.4

39.5

34.9

36.1

38.7

30.7

36.6

36.5

37.9

36.1

34.5

38.5

35.7

27.1

39.5

36.8

33.5

37.8

35.2

34.5

36.3

31.1

34.7

Brain
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(g)

27%

28%

15%

0%

0%

0%

1%

0%

0%

17%

0%

0%

34%

44%

23%

44%

1%

22%

49%

25%

60%

18%

64%
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25%

31%

14%

0%

0%

0%
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0%
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21%
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0%

39%

33%

9%

17%
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33%

51%

29%
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27%

68%

43%
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25%

23%

19%

0%

1%

1%

5%

0%

1%
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0%

0%

16%

17%

8%

31%

14%
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17%

0%

0%
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29%
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Midline

25%

32%

20%

0%

0%
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2%

0%

1%

9%
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1%

26%

27%

12%

31%

10%

19%
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18%

39%

19%

44%

37%

Total
Brain

Summary of intracranial hemorrhage percentage (IHP) scores resulting from rapid head rotations in the animals simulated with the FE models. Percentiles
are rounded to the nearest whole number.
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Indicates the study was used to identify the best biomechanical response and injury threshold for predicting intracranial hemorrhage. All remaining studies were used to validate the threshold selected.
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0.481
0.494
0.603
0.814

Cortical Principal Strain

Cortical Shear Strain

Brain-Skull Displacement

Connector Strain

0.491

Cortical Principal Stress

1%

0.761

0.668

0.562

0.562

0.522

10%

0.832

0.593

0.460

0.469

0.509

50%

Spring Connector

-

0.570

0.670

0.683

0.776

1%

-

0.731

0.643

0.650

0.783

10%

-

0.600

0.620

0.585

0.758

50%

Solid Element

Areas under the ROC curve for each biomechanical response. For each response, an in house program swept through possible injury thresholds and made
predictions of hemorrhage based on comparisons of thresholds to the peak value experienced by 1, 10 and 50% of the elements. An ROC curve was
created by comparing FE model predictions to the presence of hemorrhage in six animal studies. Bolded values indicate parameters selected to predict
hemorrhage in the larger data set of 24 animals

Table 4
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Table 5

Sensitivity and specificity of the selected biomechanical predictors and thresholds when compared to IHP
scores from the 18 animals not used in the development of the predictors.
Spring Connector FE Model:
0.31 mm/mm > strain in 1%
spring connector elements

Solid Element FE Model:
45.4 kPa > principal stress in 10%
of surface brain elements

Sensitivity

Specificity

Sensitivity

Specificity

Overall

80%

85%

70%

77%

Anterior
Left

63%

80%

63%

70%

Anterior
Right

80%

88%

100%

70%

Posterior
Left

100%

93%

67%

73%

Posterior
Right

0%*

76%

0%*

71%

Midline

90%

100%

60%

88%

*

Only 1 animal had an IHP score ≥ 25% in the posterior right region. Neither model predicted this single case and thus the sensitivity in this region
was 0%.

Int J Dev Neurosci. Author manuscript; available in PMC 2013 May 1.

